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TECHNICAL DATA

FLOAT SWITCH 

MODELS: FS03 | FS05 | FS10 | FS20 | FS30
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The REEFE® series of float switches are suitable for water pumps and professional plumbing systems automation. Guarantee reliable 
integration with your pump and control equipment. 

FLOAT SWITCH 10A 

POSITION COMPONENT MATERIAL
A Cable H 07 RN-F

B Casing Polypropylene

FEATURE SPECIFICATIONS

Cable (FS) H07 RN-F3X1 - Ø7.5MM(2 func.) | (FS1) H07 RN-F 3G1 - Ø8.8MM (1 func.)

Casing Polypropylene 

Counterweight Shell 230g (Refer image 1)

Power Supply Max. 10 (8) A, 240V

Activation Angle 45˚ Degrees

Depth Max 10m

Temperature Max 45C˚

Protection Grade IP68

APPLICATIONS FEATURES & BENEFITS
• Pump out and tank fill control
• Suitable for use in sewage and stormwater stations
• High level alarm switch
• Run dry protection for low level sensing
• Tank Level Control 

• Neoprene Cables for resistance to chemicals and oils
• Includes easily adjustable counter weight
• Can be configured for close on rise and  close on fall 

operation
• Unique switch design where there is no contact with ball 

and switch preventing shorts due to corrosion

A

B

46 47

Cable - Câble
Cavo - Cable

Kable - Кабель

0,52 - 3 - 5 - 10 - 15 - 
20 m

H07 RN-F 3G1 - Ø 8,8mm (1 func�on)
H05 RN-F 3�1 - Ø 7,5mm (2 func�ons)
H07  3G1 - Ø 8,8mm (1 func�on)RN8-F

H07 RN-F 3G1 - Ø 8,8mm (2 func.)Oil Res.

Körper - Корпус

Corpo - Casing
Cuerpo - Corps Polipropileno - Polypropylène

Polipropilene -  Polypropylene

Polypropylen - Полипропилен

Alimentación - Alimenta�on électri�ue 
Alimentazione - Power Supply 

Stromversorgung - Электропитание 
max.10(8)A 250V

A��vierungswin�el - угол подключения

Angolo di a�vazione - Ac�va�on angle
Ángulo de ac�vación - Angle d�ac�va�on 45°

Profondità - Depth

Tiefe - Глубина
Profundidad - Profondeur max.20m - 65,6�

Temperatura - Temperature
Temperatura - Température
Temperatur - Tемпература

max.+50°C (+122°F)

Grado di protezione - Protec�on Grade 

Schutzgrad - Класс защиты 
Grado de protección - Degré de protec�on IP 68

Classe - Class
Clase - Classe
Klasse - класс 

I - II

Cer��cazioni - Cer��ca�on 
Cer��caciones - Homologa�ons 
Zulassungen - Сертификация 

Ø
7
3

Ø
8
4

1
7

4
8

108

ES - De dimensiones reducidas, es la solución más económica para la 

automa�zación de bombas e instalaciones hidráulicas.

RU - Компактное и наиболее экономичное решение для 

автоматизации насосов и гидравлических систем.

FR - De dimensions réduites, il représente la solu�on  la plus 

économique pour l'automa�sa�on des électropompes et installa�ons 

hydrauliques.

EN - Reduced dimensions, the most economic solu�on for water pumps 

and plumbing systems automa�on.

DE - Mit begrenzten Abmessungen, die wirtscha�lichste Lösung für die 

Automa�sierung von Pumpen und Wasseranlagen.

IT - Di dimensioni rido�e, la soluzione più economica per l'automazione 

di pompe e impian� idraulici.

O L Y M P I C

APPLICAZIONI GENERALI - GENERAL PURPOSE - APLICACIONES GENERALES
APPLICATIONS GÉNÉRALES - ALLGEMEINE ANWENDUNGEN - ОБЩЕГО НАЗНАЧЕНИЯ 

Shell Counterweight - 230g ¹

Contrepoids Shell - 230g ¹

Contrappeso Shell - 230g ¹

Противовес Shell - 230 Г ¹

Contrapeso Shell - 230g ¹

Gegengewicht - 230g

Fixing Kit ¹ 

Schuko piggyback plug ¹

Fiche intermédiaire Schuko ¹

Промежуточная розетка Schuko ¹

Enchufe Schuko intermedio ¹

Spina intermedia Schuko ¹

Schuko-zwischenstecker ¹

1 - accessorio non incluso - not included accessory - accesorio excluido - accessoire non inclus - Zubehör ist nicht im Lieferumfang enthalten - не входит аксессуар

Cavo - Cable
Cable - Câble
Kable - Кабель

0,52 - 3 - 5 - 10 - 15 - 
20 m

H07 RN-F 3G1 - Ø 8,8mm (1 func.)Oil Res.
H07 3G1 - Ø 8,8mm (1 func�on)RN8-F 
H05 RN-F 3�1 - Ø 7,5mm (2 func�ons)
H07 RN-F 3G1 - Ø 8,8mm (1 func�on)

Cuerpo - Corps
Körper - Корпус

Corpo - Casing
Polipropileno - Polypropylène
Polipropilene -  Polypropylene

Polypropylen - Полипропилен

Stromversorgung - Электропитание 

Alimentazione - Power Supply 
Alimentación - Alimenta�on électri�ue max.10(8)A 250V

A��vierungswin�el - угол подключения

Angolo di a�vazione - Ac�va�on angle
Ángulo de ac�vación - Angle d�ac�va�on 45°

Profondità - Depth
Profundidad - Profondeur
Tiefe - Глубина

max.10m - 32,8�

Temperatura - Temperature

Temperatur - Tемпература
Temperatura - Température max.+50°C (+122°F)

Grado di protezione - Protec�on Grade 
Grado de protección - Degré de protec�on
Schutzgrad - Класс защиты 

IP 68

Klasse - класс 

Classe - Class
Clase - Classe I - II

Cer��cazioni - Cer��ca�on 
Cer��caciones - Homologa�ons 
Zulassungen - Сертификация 

153

131,5

105

8
1

31

4
1

ES - Flotador ideal para la automa�zación de bombas e instalaciones 

hidráulicas profesionales.

RU - Поплавок, предназначенный для автоматизации насосов и 

профессиональных гидравлических систем.

FR - Flo�eur pour l'automa�sa�on des électropompes  et installa�ons 

hydrauliques professionnelles.

DE - Schwimmer für die Automa�sierung von Pumpen und 

professionellen Wasseranlagen. 

IT - Galleggiante ada�o per l'automazione di pompe e impian� idraulici 

professionali.

EN - Suitable for water pumps and professional plumbing systems 

automa�on.

F O X

APPLICATIONS GÉNÉRALES - ALLGEMEINE ANWENDUNGEN - ОБЩЕГО НАЗНАЧЕНИЯ 
APPLICAZIONI GENERALI - GENERAL PURPOSE - APLICACIONES GENERALES

Contrapeso Shell - 230g ¹
Contrepoids Shell - 230g ¹
Gegengewicht - 230g
Противовес Shell - 230 Г ¹

Contrappeso Shell - 230g ¹
Shell Counterweight - 230g ¹

Fixing Kit ¹ 
Fiche intermédiaire Schuko ¹

Schuko piggyback plug ¹
Spina intermedia Schuko ¹

Промежуточная розетка Schuko ¹
Schuko-zwischenstecker ¹

Enchufe Schuko intermedio ¹

1 - accessorio non incluso - not included accessory - accesorio excluido - accessoire non inclus - Zubehör ist nicht im Lieferumfang enthalten - не входит аксессуар

Image 1
COUNTERWEIGHT

*Not to be used for direct switching to Pumps and High voltage equipment. See models FS105 and FS110 for Direct 240V switching 
applications. 

CODE MODEL CABLE LENGTH FUNCTION

22702 FS03 3m Cable Double 

20630 FS05 5m Cable Double

20647 FS10 10m Cable Double

20654 FS20 20m Cable Double

20661 FS30 30m Cable Double
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MODEL
FLOAT DIMENSIONS

(MM)

A B C D E F

FS 153 131.5 105 81 31 41

A

B

C

D

E

F

COMPONENTS &
DIMENSIONS

 

X1

X2

X1

Max 0,7nm
Screw Torque

Ø7÷Ø9mm
Cable 

A

B

C

D

E

F

A

B

C

D

E

F

ENGLISH 

Ac�va�on angle: 45°

 

NOTES: DO NOT TAMPER WITH THE FLOAT SWITCH. THE NON RESPECT OF THE 
FOLLOWING POINTS WILL AUTOMATICALY CAUSE THE CANCELLATION OF THE 
WARANTY OF THE PRODUCT

Ÿ Before any operaon on the float remember to disconnect the power supply from the main 
power.

Ÿ Check that the maximum motor power does not exceed the float's electrical values.
Ÿ In case of cable damage by the final user or installer, the float must be replaced.
Ÿ Do not make any joint on the cable of the float switch, as immersion of such joints could cause 

short circuits or electrical shocks.

TECHNICAL FEATURES:
Ÿ Protecon Grade: IP 68
Ÿ Features of automac acon: 1B (micro-disconnecons in operaon)
Ÿ Polluon Degree: 2

TERMINAL CONNECTIONS:
The upstream circuit must protect the electric wires from the overcurrent. WARNING: lack of 
protec�on shall null and void the warrany in the event the float breaks.
Ÿ Mod.01: single funcon - only emptying or only filling (Fig.1).  The grounding wire is always 

yellow and green.
Ÿ Mod.02 – Mod.03 double funcon (the fi�er can choose the emptying Fig.2 or filling Fig.3 when 

installing):
Ÿ Emptying: (Fig.2) when black and brown wires are used, the circuit opens when float is down and 

closes when the float is up. Note: the blue/grey wire must be insulated.
Ÿ Filling: (Fig.3) when black and blue/grey wires are used, the circuit closes when float is down and 

opens when the float is up. Note: the brown wire must be insulated.

 

 
 
 

 

  

  
Fig.1 Fig.2 emptying Fig.3 filling
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DO NOT TAMPER WITH THE FLOAT SWITCH. THE MISUSE OF THE FOLLOWING POINTS WILL AUTOMATICALLY CAUSE THE 
CANCELLATION OF THE WARRANTY OF THE PRODUCT.

1. Before any operation on the float remember to disconnect the power supply from the main power
2. Check that the maximum motor power does not exceed the float’s electrical values.
3. In case of cable damage by the final user or installer, the float must be replaced.
4. Do not make any joint on the cable of the float switch, as immersion of such joints could cause short circuits or electrical shocks. 

TECHNICAL FEATURES: 
Protection Grade: IP68
Features of automatic action: 1B(micro-disconnections in operation)
Pollution Degree: 2 

TERMINAL CONNECTIONS:
The upstream circuit must protect the electric wires from the overcurrent. WARNING: lack of protection shall null and void the 
warranty in the event the float breaks. 

• Mod.01: Single function - only emptying or only filling (Fig.1.) The grounding wire is always yellow and green. (FS1 models only)
• Mod.02 - Mod.03: Double function (the fitter can choose the emptying Fig.2 or filling Fig.3 when installing) 
• Emptying: (Fig.2:)When black and brown wires are used, the circuit opens when float is down and closes when the float is up. 

Note: the blue/grey wires must be insulated. 
• Filling: (Fig.3) When black and blue/grey wires are used, the circuit closes when the float is down and opens when the float is 

up. Note: the brown wire must be insulated. 

ENGLISH 

Ac�va�on angle: 45°
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TECHNICAL GUIDE &
INSTRUCTION MANUAL

*FS105 & FS110 ONLY


